PO Box 930 Ft Myers, Fl. 33901
Ph. 1-800-798-7653 Fax. 1-941-332-7132
Your Prestressed Concrete Pole Producer”

Poles to be framed in accordance
with solar mfg. requirements

Prestressed Concrete Pole

*Pale Weight = 1,920lbs

*EPA capacity = 25.1sq’

*Wind speed =140 mph V3s
*Exposure “C”

»2007 FBC 1609, with 2009 revisions
*ASCE 7-05

*Gust Factor =1.2

*importance factor = 0.77

*Min. Brk. Strength= 3500#
*Concrete = 6,5001bs @ 28 days
*Strand = .500” @ 70% Ultimate
*Tenon = N/A Drilled

*Color = Natural Concrete

TKW CONBULTING ENGINEERS, INC.
SHAWNR. ANDERSON, BE., 8.
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Grounding pigtail

Tapered Core
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No hand hole above
grade or inlet into core
of pole below grade
provide unless advised.
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Core of pole
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Poles to be framed in accordance ,r
with solar mfg. requirements

Grounding pigtail

Prestressed Concrete Pol

Tapered Core
*Pole Weight = 1,920lbs
*EPA capacity = 25.1sq’ /fl/
*Wind speed = 140 mph V3s
*Exposure “C”
#2007 FBC 1609, with 2009 revisions
*ASCE 7-05
*Gust Factor = 1.2
*importance factor =0.77 ’
«Min. Brk. Strength= 3500# F:' 32
*Concrete = 6,500lbs @ 28 days
*Strand = .500” @ 70% Ultimate
*Tenon = N/A Drilled
*Color = Natural Concrete

THW CONSULTING ENGINEERS, ING,
SHAWN R. ANDERSON, PE., 8.F.

No hand hole above
grade or inlet into core
‘ of pole below grade
‘ provide unless advised.

Compact backfill
to 100%

Tip
6.0”

Core of pole

1°d 20StrEEBEZ JNI ‘S3ANLINALS S3AILITTILN Wwgge:8 0102 ST Jdy




