
Station power generators w/ transfer switch required to supply Station 71 
11305 Park Ave   Leesburg   34788 
Station 77 13431 Ohio Street Astatula, FL 34705 
 
Diesel Powered    Generators   
Must have US Standard certification 
Engine: In‐Line 4‐cylinder Turbo Charged Tier 4 compliant  
 120/240 volt  
Single Phase  60 Hertz system  

Prime Power Rating of 30  KW 
Automatic Voltage Regulator +/-1% 
Main Line Set Mounted Circuit Breaker  
Vibration Isolators  
Dry Type Air Cleaner 
Spin on Lube Oil Filter, Spin on Fuel Oil Filters  
All D.C. Components are 12 Volt 
12-Volt Direct Current Starting Motor, 12-Volt Direct Current Battery Charging Alternator 
Safety Shutdowns for High Water Temperature and Low Oil Pressure 
Set Mounted Start/Stop Switch and Hour Meter 
Engine/Generator Control Panel:  
AC Ammeter, AC Voltmeter, Frequency Meter,  
Running Time Meter, Engine Oil Pressure Gauge, Water Temperature Gauge,  
Line Reading Selector Switch, Off/Auto/Manual Switch, Auto Start Engine Controller 
With Fault Lights for Over Speed, Over Crank, Low Oil Pressure, and High Water Temperature. 
12 Volt D.C. Starting Battery, with Rack and Cables  
120-Volt A.C. Powered, 5-AMP D.C. Battery Charger w/Float Meter 
120-Volt Engine Block Heater 
Sound Attenuated Weather Resistant Enclosure  
Double Wall UL-142 Listed Fuel Tank   Minimum 96hrs supply Must Meet F.D.E.P. Standards 
All Required Maintenance for a Twelve-Month Period 
 
 
AUTOMATIC TRANSFER SWITCH MECHANISM  
U.L. Listed Service Rated  

200 Amp Automatic Transfer Switch 
NEMA 3‐R Enclosure 
With:  Time Delay to Start, Time Delay to Neutral, Adjustable Cool down Timer, Auto 
Exerciser w/ multiple settings of days and time.     4 hr. run time minimum   
 
Wiring diagram to be included with delivery 
 

Product delivery to site within 30 days of order 
 


