Furnish & Deliver 200 (Quantity) Rain Bird Sprinkler Rotors
1.01 SCOPE OF WORK: Furnish and deliver 200 (quantity) of 8005 Series Rain Bird
Sprinkler rotors & 200 (Quantity) # 18 (Dark Blue) nozzles. See attached
specifications. Substitutions are not acceptable.

Misc. Items to be noted:

e Delivery to North Lake Community Park- 40730 Roger Giles
Rd. Umatilla , FL 32784

e Contact Person: Shane Strew- Lake County Chief Maintenance
Supervisor, 352-516-4916

PART Il - PRODUCTS

2.01 MATERIALS:

A. All materials are subject to the approval of the County.

B. All products shall be inspected by the County for damage and chipped or
marred finish. Contractor shall replace any damaged or rejected products at
no conditional cost to the owner.
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8005 Series

Rotors
8005 Setries

8005 Series

Protect Your Turf with High Performance, Vandal and Abuse
Resistant Rotors from 39' to 81

I Vandal resistance
Il Brass reinforced turret for increased side impact durability

Il Non strippable gear drive

Features

- Memory Arc

- Part and Full Circle in one head

- Independent left and right edge adjustment
- SAM Seal-A-Matic check valve

- 3-port, color-coded Rain Curtain nozzles for optimal long-range,
mid-range, and close-in watering

- 5year warranty

Options

- Stainless steel (SS) riser helps deter vandalism on public
turf areas

- Purple cover (NP) for non-potable systems

= 76perating Range
- Radius: 39 to 81 feet (11.9 to 24.7 m)
- Precipitation rate: 0.48 to 1.23 inches per hour (12 to 31 mm/h)
- Pressure: 50 to 100 psi (3.5 to 6.9 bar)
- Flow: 3.8 to 36.3 gpm (0.86 to 8.24 m*/h; 14.4 to 137.4 1/m)
Note: Flow ranges of 7005 and 8005 are combined into 8005 rotor

Specifications

1" (26/34) NPT or BSP female threaded inlet

« SAM check device holds up to 10 feet (3.1 m) of head

+ Nozzle outlet trajectory is 25°

+ Rain Curtain™ Nozzles: 04 - black; 06 - light blue; 08 - dark green;
10 - gray; 12 - beige; 14 - light green; 16 - dark brown;
18 - dark blue; - 20 - red; 22 - yellow; 24 - orange; 26 - white

Dimensions

« Exposed diameter: 17/8" (4.8 cm)

+ Overall diameter: 38" (7.9 cm)

+ Overall height:** 108" (25.7 cm)

+ Pop-up height:** 5" (12.7 cm)

Models
+8005: 1" NPT female threaded inlet (plastic riser stem)

. 8005-SS: 1" NPT female threaded inlet (5" stainless steel covered riser
stem)

- Optional purple cover for easy identification of non-potable systems
» Optional Sod Cup
Note: All models available with BSP threads

** Note: Pop-up height is measured from cover to the primary nozzle port. Overall body
height is measured popped down
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The Intelligent Use of Water.
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Pressure Nozzle Radius  Flow
psi ft, gpm
50 ® 04 39 38
06 45 5.6
08 49 6.6
10 53 9.3
12 57 1.1
14 59 126
16 61 143
18 63 16.1
20 65 18.6
22 65 20.7
24 63 223
O 26 65 243
60 e 04 39 38
06 45 6.1
08 49 84
10 53 10.1
12 59 12.0
14 61 143
. —= 16— 65— 159
18 65 17.8
20 67 20.1
22 71 23.2
24 69 24.7
O 26 73 26.7
70 @ 04 39 47
o 06 45 6.7
o 08 49 9.0
10 55 111
12 59 13.2
14 63 153
16 67 17.2
18 67 19.3
20 VAl 220
22 73 25.2
24 75 270
O 26 75 294
80 O 04 39 50
7 o 06 . 45 7.1
® 08 49 9.8
10 55 11.8
12 61 14.2
14 63 16.4
¢ 16 67 18.6
- O 18 69 209
20 1 239
22 75 273
24 77 29.2
O 26 79 315

The Intelligent Use of Water.
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A
Precip  Precip
/b In/h
048 0.56
0.53 0.62
0.53 061
0.64 0.74
0.66 0.76
0.70 081
0.74 0.85
0.78 0.90
0.85 0.98
094 1.09
1.08 1.25
1128
048 0.56
0.58 0.67
0.67 0.78
0.69 0.80
0.66 0.77
0.74 0.85
072 084

081 0.94
0.86 1.00
0.89 1.02
1.00 1.15
0.96 1.1
0.60 0.69
0.64 0.74
0.72 0.83
0.71 0.82
0.73 0.84
0.74 0.86
0.74 0.85
0.83 0.96
0.84 0.97
091 1.05
0.92 1.07
1.01 1.16
0.63 0.73
068 078
0.79 091
0.75 087
073 0.85
0.80 092
0.80 0.92
0.85 0.98
091 1.05
0.93 1.08
095 110
0.97 1.12

www.rainbird.com/rotors

Pressure Nozzle Radius
psi ft.
90 12 61
14 65
16 69
® 18 71
20 73
22 75
24 79
O 26 79
100 20 75
22 77
24 79
O 26 81

Precipitation rates based on half-circle operation
1" Square spacing based on 50% diameter of throw

4 Triangular spacing based on 50% diameter of throw

Performance data collected in zero wind conditions

Performance data derived from tests that conform with ASABE Standards; ASABE 5398.1.
See page 205 for complete ASABE Test Certification Statement.
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Flow

gpm
147
179
200
222
253
29.1
31.0
337
268
30.7
328
36.3

] A
Precip Precip
n/h  In/h
0.76 0.88
0.82 0.94
031 0.93
0.85 098
0.91 1.06
1.00 1.15
0.96 1.10
1.04 1.20
0.85 0.97
1.00 1.15
1.01 1.17
1.07 1.23







