BRUSH CHIPPER SPECIFICATIONS

Description: The following description covers the requirements for HD commercial Brush Chipper
similar and functional equivalent to a 125 hp Vermeer BC 1500.

Complies
1. General (Weight, Dimensions, Capacities)
1.01 Basic Overall Length: 195 inches Y__ N___ Length:
1.02 Overall Width: 86 inches Y _ N___ Width:
1.03 Dry Weight: 6,880 pounds Weight:
1.04 Paint: Powder Coated or Epoxy List Color N Color:
1.05 12 Volt Electrical System Y _N__
1.06 Hour Meter, Fuel Gauge Y N__
1.07 Audio and or Visual Alarms Provided Y N__
1.08 Road Package Lighting, Tail and Stop Lights Y N__
1.09 Frame Construction: 7” Channel Fully Welded Y N_
2. Engine — Power train Make: Model:
2.01 Diesel Engine Tier 3 : Electric Start Y N__
2.02 Horsepower (gross): 125 HP minimum Y N HP:
2.03 Fuel Capacity: 45 gallons Y__ N___ Capacity:
3. Tires, Axle
3.01 Axle capacity 7,000 Rubber Torsion Y N__
3.02 Tire Size 235/80R16 — Load Range E Y N___
3.03 Standard Pintle Hitch with 2 3/8 I.D. Y _N___
4. Cutting System
4.01 Drum Speed APX. 1,980 rpm. ¥ N_ ,
4.02 Drum Size 22.5” O.D. Size: Inches
4.03 Drum Knives Minimum 2 Knives Knives#
4.04 Bed Knives 4 Sided 2.5”X 28.9” Y_ N__
4,05 Auto Clutch 13” - Spring Loaded Y N___
5. Feed System
5.01 Chipping Capacity Minimum 15” Capacity: __Inches
5.02 Infeed Opening Height 20” minimum Opening Height: __Inches
5.03 Infeed Opening Width 15” minimum Opening Width: __ Inches
5.04 Feed Table Length 30.1 inched Minimum Table Length: __ Inches
5.05 Feed Table height 27.2 inches Minimum Table Height: Inches
5.06 Roller Twin Vertical Rollers with Helical Cleats Y N_
5.07 Feed Speed 0-122 ft/min Feed Speed: ft/min
6. Discharge System
6.01 Discharge Height 104” minimum Height: Inches
6.02 Shoot Degrees Rotation 270 Degrees Minimum Rotation: __ Degrees
7. Operator Safety System
7.01 Bottom Feed Stop Bar Y N___
7.02 Four Position Upper Feed Control Bar Y  N___

7.03 Limited Warranty (Entire Machine 1 year/1,000 hours) Y N
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